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Signal Conditioning
	APM489-LD-2-P – 2″ High 4 Digit Process Input Large Display Panel Meter
The APM489-LD-2-P is a 2&#8243; High 4 Digit Large Display Panel Meter with 95-265Vac supply voltage suitable for a combination of process inputs. (12V / 24Vdc option available on request)...
The post APM489-LD-2-P &#8211; 2&#8243; High 4 Digit Process Input Large Display Panel Meter appeared first on Amelec.
	APM489-BAR-36-V – Slim Process I/V Input Vertical Bargraph Indicator
Our APM489-BAR-36-V is a Process I/V Input Vertical Bargraph Indicator display unit, suitable for either 1-5V or 4-20mA process input signals (Horizontal mounting option available on request) 101 segment Red...
The post APM489-BAR-36-V &#8211; Slim Process I/V Input Vertical Bargraph Indicator appeared first on Amelec.
	APM489-3.5-LP Loop Powered Process Meter
The APM489-3.5-LP is a Loop Powered Process Meter which has a nominal 3.5 Digit High-Contrast display with black 12.7 (0.5&#8221;) high digits. Measuring process input however with other inputs available...
The post APM489-3.5-LP Loop Powered Process Meter appeared first on Amelec.
	APM489 – AC Input Moving Iron Ammeters/Voltmeter
Our AC Moving Iron Ammeter / Voltmeter can handle various custom of input ranges both AC and DC with display ranges customised to your needs. Our short-scale (90&#176; sweep) &#38;...
The post APM489 &#8211; AC Input Moving Iron Ammeters/Voltmeter appeared first on Amelec.
	APM489-BAR-V – Process V/I Input Vertical Bargraph Indicator
The APM489-BAR-V is a Process V/I Input Vertical Bargraph Indicator which is a non-microprocessor based display unit suitable for most process signals. (Horizontale mouting option available on request) It has...
The post APM489-BAR-V &#8211; Process V/I Input Vertical Bargraph Indicator appeared first on Amelec.
	APM489-4-RL Digital Countdown Timer with Trip Relay contact
The APM489-4-RL is a digital countdown timer with a 4x 20mm digit red LED high-brightness display. Contact closure input to illuminate the display digits &#38; commence the countdown. Display remains...
The post APM489-4-RL Digital Countdown Timer with Trip Relay contact appeared first on Amelec.
	APM489-6-BCD – Six Decade BCD Display
The APM489-6-BCD is a 6 decade BCD display with red LED high-brightness display and is a high stability &#38; low cost panel meter. It is suitable for BCD input which...
The post APM489-6-BCD &#8211; Six Decade BCD Display appeared first on Amelec.
	APM489 – DC Input Moving Iron Ammeters/Voltmeter
Our DC Moving Iron Ammeter / Voltmeter can handle various custom of input ranges both AC and DC with display ranges customised to your needs. Our short-scale (90&#176; sweep) &#38;...
The post APM489 &#8211; DC Input Moving Iron Ammeters/Voltmeter appeared first on Amelec.
	APM489-BAR-Slim-V – Slim Vertical Process I/V Input Bargraph Indicator
Our APM489-BAR-Slim-V is a Process I/V Input Slim Vertical Bargraph Indicator, suitable for either 1-5Vdc or 4-20mA process input signals. (Horizontal mounting option available on request) 101 segment red LED...
The post APM489-BAR-Slim-V &#8211; Slim Vertical Process I/V Input Bargraph Indicator appeared first on Amelec.
	APM489-4 – 4 Digit Contact Closure Start Input Countdown Timer
The APM489-4 is a 4 digit analogue 15 minute countdown timer with a red LED high-brightness display. Contact closure input starting the countdown. It is is a high stability &#38;...
The post APM489-4 &#8211; 4 Digit Contact Closure Start Input Countdown Timer appeared first on Amelec.

